
RECIRCULATION OR NEGATIVE PRESSURE READY

CLEAN AIR
OUR SENIORS DESERVE

AF400MNP
HEPA AIR PURIFIER
FOR LONG-TERM CARE FACILITIES

CLEAN AIR is the key factor in creating a safe environment 
for residents and staff.
Seniors in long-term care facilities are at a higher risk of 
developing infections, including COVID-19, because they can 
be in close proximity to others, and often have underlying 
medical conditions and/or compromised immune systems.
The long-term care facilities require high quality air 
management solutions to protect residents and staff against 
infections and occupational diseases.
Backed by 30 years of experience, our units offer effective air 
purification solutions against airborne contaminants, 
chemicals and odors.

Compact and mobile
Whisper quiet operation

High air �ow
Multistage �ltration system

1.800.626.0664, airpurifiers-r-us.com



AMBIENT AIR
from corridor

Air Flow: Nominal 132 l/s / 280 CFM
Voltage: 120V (2A) or 230V (1A)
Dimensions: 23"H x 13"W x 16"D / 58cm x 33cm x 40cm
Filtration: 2” Pre-filter MERV8

6” Medical grade HEPA filter 99.995% (down to 0.3 µm)
Inlet: Bottom inlet
Discharge: Adjustable discharge grille, or discharge collar
Sound Level: Whisper quiet, 56 dBA
Controls: Digital speed control, audible and visual alarms

OPTIONAL: Remote ON/OFF and communication
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Air Purifier
Negative Pressure
Configuration A

CLEAN AIR
vented via toilet exhaust

Room Contaminated Air
drawn into the unit

Air Purifier
Negative Pressure
Configuration B

Room Contaminated Air
drawn into the unit

CLEAN AIR
vented outside

Air Purifier
Recirculation
Configuration

Room Contaminated Air
drawn into the unit

CLEAN AIR
recirculated into the room
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F071 Prefilter F475 Medical Grade
HEPA Filter 99.995%

FILTRATION SYSTEM

8‘ �exible hose,
and additional 4” collar

READY
TO DEPLOY

IN RECIRCULATION OR
NEGATIVE PRESSURE

CONFIGURATIONS

3087792
CONFORMS TO:
UL STD 507
CERTIFIED TO:
CSA STD C22.2 NO 113

1.800.626.0664, airpurifiers-r-us.com




