
12” Deep Pleat Filter F0142” Pleated Filter F001 12” HEPA Filter F05212” Carbon Filter F003-GPC

Designed to handle high concentrations of chemicals, gases, odors, particles and 
biological contaminants, the BP2000 delivers superior air quality for residential and 
commercial spaces, office buildings, clinics, print shops, labs and any workshops or 
production facilities that require effective air filtration.
All units come with an intelligent control panel featuring digital speed control and 
audible/visual alarms.
The unit’s standard configuration include adjustable inlet and discharge grilles, power 
cord and all the necessary filters for the chosen application (gas only, gas and 
particles, particles only).

APPLICATION FILTER SEQUENCE EFFICIENCY CFM POWER REQUIREMENTS DIMENSIONS (HxWxD) SHIPPING WEIGHT PART #

2” Pleated Filter F001
12” Carbon Filter F003-GPC (2)

2” Pleated Filter F001
12” HEPA Filter F052

MERV 10
N/A

MERV 10
MERV 17

120V/1PH/60Hz
4A

230V/1PH/60Hz
2A

71x24x26 in
180x61x66 cm

420 lbs
190 kg

BP2000P-DM2-16

BP2000P-DM2-25

1000
Nominal

2” Pleated Filter F001
12” Carbon Filter F003-GPC (2)
12” Carbon Filter F003-GPC (2)

2” Pleated Filter F001

MERV 10
N/A
N/A

MERV 10

120V/1PH/60Hz
4A

230V/1PH/60Hz
2A

71x24x26 in
180x61x66 cm

500 lbs
227 kg

BP2000P-M-16

BP2000P-M-25

1000
Nominal

2” Pleated Filter F001
12” Deep Pleat Filter F014

12” HEPA Filter F052

MERV 10
MERV 12
MERV 17

120V/1PH/60Hz
4A

230V/1PH/60Hz
2A

71x24x26 in
180x61x66 cm

320 lbs
145 kg

BP2000P-D2-16

BP2000P-D2-25

1000
Nominal

GAS/ODOR
AND

PARTICLES/DUST

GAS/ODOR
ONLY

PARTICLES/DUST
ONLY

1.800.626.0664, airpurifiers-r-us.com

BP2000
MULTIPURPOSE AIR PURIFIER

FILTERS
2” Pleated Filter F001 (Box of 8)
12” Chemical Module with Media
Bulk replacement media for chemical module (1ft3 per F003-GPC module)
12” High Capacity Deep Pleat Filter
12” HEPA Filter, 99,97% efficiency at 0.3µm

F001
F003-GPC
NC-GPC

F014
F052

PART #

OPTIONS & ACCESSORIES
Custom Chemical Filters
8”, 10“ or 12” Inlet/Discharge Collars
Minihelic Pressure Gauge (0-3” W.C.)
60W UV Lights
Source Capture Arms
Discharge Silencer

Contact Us
Contact Us

MPG3
UV60

Contact Us
Contact Us

PART #

Quatro reserves the right to modify any specifications, at any time without prior notice.

UPFLOW UNIT

3087792
CONFORMS TO:
UL STD 507
CERTIFIED TO:
CSA STD C22.2 NO 113

NOTE: Quatro products are NOT INTENDED for use 
with explosive or flammable substances or 
environments.
Refer to your MSDS sheets for details and guidance.

AIR PURIFIERS




